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THE HEAVY-DUTY, ROBUST DESIGN OF THE MAGBEAST® 4 OFFERS A POWERFUL AND 
IMPRESSIVE PERFORMANCE, THANKS TO ITS 4-SPEED GEARBOX, GIVING GREATER 
FLEXIBILITY OF USE.

MAGBEAST 4

CALL 01706 229 490 TO BOOK YOUR DEMONSTRATION NOW OR VISIT WWW.JEIUK.COM

MAGBEAST  4

Powerful 1650 watt motor.

Motor soft start.

Overload protection with L.E.D indicator.

Integrated gearbox housing with slide.

Semi-automatic gib backlash adjustment.

Magnetic Power Adhesion Control (MPAC).

Magnetic Field Shape Control (MFSC).

 4 speed gearbox.

Service friendly.

A POWERFUL 4 MORSE 
TAPER, HEAVY DUTY 
MAGNETIC DRILL.
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WHY THE MAGBEAST  4?

ONE PIECE SLIDE AND 
GEARBOX PROVIDES EXTRA 
STABILITY TO THE CUT

CUTTER CAPACITY 110 MM Ø

LED OVERLOAD PROTECTION

COOLANT SYSTEM 
FEEDS THE SPINDLE AND 
CUTTER INTERNALLY

SOLID TWIST DRILLS 
UP TO 47 MM Ø

PIPE DRILLING 
ATTACHMENT OPTION

COUNTERSINKING UP 
TO 60 MM Ø

MAGBEAST 4
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MAGBEAST® 4
SPECIFICATIONS

Model: MagBeast® 4

Arbor Bore: 19 mm

MAGBEAST 4

Spindle: MT4

Weight: 31kg

Cutter Capacity: 110mm Ø

Twist Drill Capacity: 19 mm with 4MT Chuck ~ 47 mm with 4MT Twist Drill

Countersink Capacity: 60 mm

Motor: 1650 watts

Height Min/Max: 570 / 800 mm

Magnet Deadlift: 2242 kg on 1” Plate (22000 N)

Voltage/ Part no: 110 V - DRILL-MB4/1 ~ 240 V - DRILL-MB4/2

Shipping Dimensions: 620 x 530 x 200 mm

Shipping Weight: 45.75 kg

Noise / Vibration Level: < 90dB / < 2.5m/s2

Length x Width: 410 x 260 mm

Magnetic Base Dimensions: 240 x 120 mm

RPM:  4 Fixed Speeds. No load 140/215/240/390 RPM ~  
 Loaded 85/135/160/250 RPM


