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4MT ALL ROUND POWERHOUSE

With built-in forward/reverse and variable speed, the HM140T has
the ability to tap/thread pre-drilled holes up to M44. Weighing only
35kgs, this machine has an unrivalled weight to capacity ratio for a

machine of its size and can be lifted into position by one operator.

° Weighs only 35kg, a one man job to position and operate
machine.

0 Heavy duty 2300 watt, variable speed motor that enables larger
cutting capacity.

140mm cutter capacity, unrivalled weight to cutting capacity
ratio.

MagBeast® HM140T

SPECIFICATIONS

Model HM140T

Weight 35kg

Cutter Capacity 140mm @

Twist Drill Capacity 19 mm with 4MT Chuck ~ 50 mm with 4 MT Twist Drill
Countersink Capacity 80 mm

Reaming Capacity 47 mm

Motor 2300 watts

Height Min/Max 570 / 850 mm

Length x Width 440 x 245 mm

RPM 4 Variable Speeds 30-80/50-120/130-350/ 210-550 RPM
Magnetic Base (L x W) 120 x 260 mm

Noise Level <90dB

Vibration Level <2.5m/s2

Voltage/Part no's 110 V - DRILL-HM140T/1 ~ 240v V DRILL-HM140T/2
Shipping Weight 50 kg

Shipping Dimensions 650 x 500 x 300 mm

Have any questions? Feel free to get in touch or
contact your local distributor.

Part no' DRILL-HM140T/14 110 V
Part no' DRILL-HM140T/2 4 240 V

Simple electronic
operating controls.

Transportable case on wheels.

Comes complete with arbors for use
with 19 and 32 mm shank cutters.

Extra long drill travel.

140 mm @ cutter capacity.

Tapping capacity M44.

47 mm @ reaming capacity.
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